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Refer to the Xtreme or Express Installation Guide for installing your BAD BOY Wi-Fi device. 

Step 1 
To prevent multiple simultaneous Wi-Fi connections, turn off all Wi-Fi devices in your 
computer. Refer to your computer’s manual for specifics on how to do this. 

Step2 
Plug in the ethernet cable from the BAD BOY Wi-Fi device into the computer. 
Ensure that your computer’s ethernet port is enabled and set to use DHCP. This 
should be the computer’s normal setup. Operating systems vary as to where and 
how this is checked and set. 

XP: óStartô > óControl Panelô > óNetwork Connectionsô. Right click your adapter, select óStatusô. Click 

óPropertiesô then scroll the list, select óInternet Protocol (TCP/IP)ô and then click óPropertiesô. Ensure that the óObtain 

an IP address automaticallyô and óObtain DNS server address automaticallyô radio buttons are selected.  

Vista: óStartô > óControl Panelô > óView network status and tasksô under óNetwork and Internetô > óView Statusô 

> óPropertiesô then scroll the list, select óInternet Protocol Version 4 (TCP/IPv4)ô and then click óPropertiesô. Ensure  

óObtain an IP address automaticallyô and óObtain DNS server address automaticallyô radio buttons are selected.  

Windows7 ôStartô > óControl Panelô > óView network status and tasksô under óNetwork and Sharing Centerô > óLocal 

Area Connectionô > óPropertiesô then scroll the list, select óInternet Protocol Version 4 (TCP/IPv4)ô and then click 

óPropertiesô. Ensure that the óObtain an IP address automaticallyô and óObtain DNS server address automaticallyô 

radio buttons are selected. 

Linux: óSystemô > óPreferencesô > óNetwork Connectionsô. On the óNetwork Connectionsô screen, select the 

adapter and click óEditô. Select the óIPv4 Settingsô tab and ensure that óAutomatic (DHCP)ô is selected. 

Mac OS X: From the Apple menu, select System Preferences. Click Network icon. In the Location drop-down list, 

select Automatic. In the Show drop-down list, select Built-in Ethernet. Select the TCP/IP tab. Configure TCP/IP to 

use DHCP.  (Mac OS X v10.3: In the Configure IPv4 drop-down list, select Using DHCP.  Mac OS X v10.2: In the 

Configure drop-down list, select Using DHCP) Click Apply Now button.  

Mac OS 8/9: From the Apple menu, select Control Panel. Select TCP/IP. If a window opens with the message 

"TCP/IP is currently inactive", click the Yes button. In the Connect Via drop-down list, select Ethernet. In the 

Configure drop-down list, select Using DHCP Server. Close the TCP/IP(LAN) window. Click Save button.  

  

Step 3 
Open a browser and enter ‘http://192.168.100.1’ in the address bar and press 
Enter. Include the ‘http://’ at the start. See Fig 1. When the login screen appears, 
enter the default Username: ΨbadboyΩ and Password: ΨbadboyΩ (without the 
quotes). These can be changed to something else once logged in. 

Step 4 
On the Link Setup tab, click the ‘Select…’ button next to the ESSID entry field. See 
Fig 2. On the Survey page, select a wireless access point and click ‘Select’ at the 
bottom. You may need to scroll to the bottom of the page. See Fig 3. Enter 
Wireless Security settings as required. See Fig 2. When all required security 
information is entered, click ‘Change’ and then click ‘Apply’ when the banner 
appears at the top. Note: When Ψ!ƴȅΩ ƛǎ ŜƴǘŜǊŜŘ ƛƴ ǘƘŜ 9{{L5 ŦƛŜƭŘΣ .!5 .h¸ ǿƛƭƭ 
automatically connect to the strongest unsecured Access Point that it finds. 

Step 5 
Verify your connection by selecting the Status tab and reviewing the information 
displayed there. See Fig 4. 

For more information on BAD BOY operation and features, please refer to the 
BAD BOY Xtreme and Express User Guide at www.bitstorm.com/support. 


